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lIneAr PerfOrMAnCe wArrAnTY
10 Year Product Warranty • 25 Year Linear Power Warranty

Additional value from Trina Solar’s linear warranty
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Founded in 1997, Trina Solar (nYSe: 
TSl) has established itself as a leader 
in the solar community with its 
vertically integrated business model. 
our modules and system solutions 
provide clean solar power in on-grid 
and off-grid residential, commercial, 
industrial and utility-scale systems. 

With more than 22 offi ces worldwide, 
Trina Solar has partnerships with 
leading installers, distributors, utilities 
and developers in all major PV 
markets. Trina Solar is committed to 
driving smarter energy choices.

Industry standard Trina Solar

The                   SoluTion

TSM-DC80.08
TSM-DA80.08

Module can bear snow loads up to 5400Pa and 
wind loads up to 2400Pa

Guaranteed power output 
0~+3%

high performance under low light conditions
Cloudy days, mornings and evenings

Manufactured according to international Quality 
and environment Management System Standards
ISO9001, ISO14001

Mono          Multi          Solutions         

cell technology

  

Black frame improves aesthetics

Modules using Quadmax technology have 
up to 8% more power output8%
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Conventional MONO cell  

Octagonal 125mm Square Shaped 125mm

Quadmax cell  

New and improved manufacturing process has 
been developed to produce square mono cells. 
An advanced cell structure with a proprietary 

special designed metallization and passivation 
scheme has been used to significantly enhance 

the cell conversion efficiency.

MC4 photovoltaic connectors increase system 
reliabilityMC4

the original

MC4
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CAuTion: ReAD SAFeTY AnD inSTAllATion inSTRuCTionS BeFoRe uSinG The PRoDuCT.
© 2012 Trina Solar Limited. All rights reserved. Specifications included in this datasheet are subject to change 
without notice.

TSM-DC80.08 / TSM-DA80.08 The                     SoluTion

DIMenSIOnS Of PV MODule TSM-DC/DA80.08

I-V CurVeS Of PV MODule TSM-205 DC/DA80.08

Back View

eleCTrICAl DATA @ STC TSM-195 
DC/DA80.08

TSM-200 
DC/DA80.08

TSM-205 
DC/DA80.08

TSM-210 
DC/DA80.08

Peak Power Watts-PMAX (Wp) 195 200 205 210

Power output Tolerance-PMAX (%) 0/+3 0/+3 0/+3 0/+3

Maximum Power Voltage-VMP (V) 36.7 37.1 37.7 38.3

Maximum Power Current-iMPP (A) 5.31 5.39 5.43 5.48

open Circuit Voltage-VoC (V) 45.4 45.7 46.2 46.6

Short Circuit Current-iSC (A) 5.70 5.77 5.83 5.88

Module Efficiency ηm (%) 15.2 15.6 16.0 16.4

Values at Standard Test Conditions STC (Air Mass AM1.5, irradiance 1000W/m², Cell Temperature 25°C).
Power measurement tolerance: ±3%

PACkAgIng COnfIgurATIOn

Modules per box: 29 pieces

Modules per 40’ container: 812 pieces

Average efficiency reduction of 4.5% at 200W/m2 
according to en 60904-1.

MAXIMuM rATIngS

operational Temperature -40~+85°C

Maximum System 
Voltage

1000V DC(ieC)/ 
600V DC(ul)

Max Series Fuse Rating 10A

eleCTrICAl DATA @ nOCT TSM-195 
DC/DA80.08

TSM-200 
DC/DA80.08

TSM-205 
DC/DA80.08

TSM-210 
DC/DA80.08

Maximum Power-PMAX (Wp) 144 147 151 155

Maximum Power Voltage-VMP (V) 33.6 34.0 34.6 34.9

Maximum Power Current-iMPP (A) 4.27 4.33 4.35 4.42

open Circuit Voltage (V)-VoC (V) 42.0 42.2 42.7 43.0

Short Circuit Current (A)-iSC (A) 4.60 4.65 4.66 4.74

noCT: irradiance at 800W/m², Ambient Temperature 20°C, Wind Speed 1m/s.
Power measurement tolerance: ±3%

TeMPerATure rATIngS

nominal operating Cell
Temperature (noCT)

45°C (±2°C)

Temperature Coefficient of PMAX - 0.39%/°C

Temperature Coefficient of VoC - 0.30%/°C

Temperature Coefficient of ISC 0.040%/°C

Recyclable
packaging

wArrAnTY

10 year Product Workmanship Warranty

25 year linear Power Warranty

(Please refer to product warranty for details)
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MeChAnICAl DATA

Solar cells Monocrystalline 125 × 125mm (5 inches) 

Cell orientation 72 cells (6 × 12)

Module dimensions 1581 × 809 × 35mm (62.24 × 31.85 × 1.37 inches)

Weight 14.9kg (32.8 lb)

Glass high transparency solar glass 3.2mm (0.13 inches)

Frame Anodized aluminium alloy

J-Box iP 65 rated

Cables Photovoltaic Technology cable 4.0mm² (0.006 inches²),
900mm (35.4 inches)

Connector original MC4
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